REMARKS 

The Applicant has chosen to amend the specification. No new matter has been 
added. 

In particular, the Application has chosen to amend Figure 6 and to 
amend various paragraphs. 

These amendments are supported by the original application as filed, for 
example by (i) page 13, lines 14-15; (ii) page 15, line 16; and (iii) page 21, 
lines 2-11. 

Furthermore, the Applicant has chosen to delete certain paragraphs, 
sentences, and phrases from the specification and abstract. 
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FIGURE 6 100 



Provide RF output 
Signal to applicator (102) 
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Employ phase shifter to alter output 
signal so that energy is concentrated in 
predetermined zone at desired depth 
beneath surface of biological tissue (104) 






Convert impedance of biological tissue 
From nominal value to corrected value so 
that output signal passes through the 
surface of the biological tissue without 
Being converted to a standing wave by 
means of IMN (106) 




Cyclically accumulate/release the desired 
Amount of energy in RF resonator located 
in applicator (108) 



Concentrate desired amount of energy in 
RF resonator so that a significant portion 

Thereof is concentrated in the 
Predetermined zone upon release (110) 



Interpose dielectric barrier (120) 



Volume of tissue 
Beneath surface i s heated 
[[Reverse thermal gradient 

Produced]] (114) 



Cellulite reduced (128) 




Convey RF output signal through surface 
Of tissue to predetermined energy 
Dissipation zone after the output has 
Been processed by means of the 
Applicator (112) 



